G3 Pro °

Built-in controller with selectable pump on/pump off timer has low level indicator providing
low warning and shut-down alarm. Comes with manual run and password protection with
pre-lube function to initiate lube cycle on start-up.

Resgrvoir ‘ Part ‘ Voltage ‘ Manual ‘ Wiper ‘ Follower External ) Low ‘ Powe!
Size Number Run Arm Plate Low Level Level Connection
96G027 12VDC v CPC
96G033 12VDC A v A CPC-5Pin
96G028 24\DC v CPC
96G011 24\VDC % v v CPC
2 liter 96G012 24\IDC v (4 v CPC
96G034 24VDC v v A CPC-5Pin
96G029 90-240 VAC v DIN
96G013 90-240 VAC v v DIN
96G014 90-240 VAC v v DIN
96G135 12VDC v CPC
96G147 12VDC A v A CPC-5Pin
96G137 24\VDC v CPC
96G068 24\VDC v v v CPC
- 4 liter 96G073 24\DC v 4 v CPC
8 96G149 24\VDC A v A CPC-5Pin
© 96G139 90-240 VAC v DIN
15 96G075 90-240 VAC v v DIN
E 96G082 90-240 VAC v v DIN
<& 96G136 12VDC v CPC
96G148 12VDC A v A CPC-5 Pin
96G138 24\DC v CPC
8 liter 96G069 24\VDC v CPC
96G150 24\VDC A v A CPC-5Pin
96G140 90-240 VAC v DIN
96G076 90-240 VAC v v DIN
) 96G163 24\DC A v A CPC-5Pin
12 fer 96G077 90-240 VAC 4 v DIN
) 96G167 24\VDC A v A CPC-5Pin
10 ffer 96G078 90-240 VAC v v DIN
o liter 96G070 24\DC v v v CPC
96G079 90-240 VAC v v DIN
= Liter 96G071 24VDC v v v CPC
96G080 90-240 VAC v v DIN
. 96G072 24\VDC v v v CPC
B lter 96G081 90-240 VAC v v DIN

A = 0n these Pro Control models the remote manual run input, remote low level warning output and power are combined in the CPC-5 Pin connector and cord.
* = External Low Level is indicated on the Manual Run Control device.
° = Pressure relief valve required for each outlet - See accessories for options



